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SCHMETZ MR NEEDLE

At a glance - benefits and application

Application

BENEFITS

The needle has increased buckling
strength due to the same crosssection in the blade and scarf area.

Extremely long and deep scarf;
Wide space in the scarf area for
the hook to pick up the loop.

Less needle breakage;
Greater penetrations force;
Suitable for heavy duty sewing.

Preventing skipping, even if
there is no loop formation is
taking place due to the different
reasons;

Performance Comparison between
MR needle and conventional needle

Easy to adjust the hook and
thereby avoid thread breakage.
The deep long groove runs at full
depth for the complete length of the
needle blade right down to the eye.

Excellent thread protection;
Better function in Multidirectional
sewing, like pocket setters,
computerised stitching for the
sports shoes etc;
Solving the problem of the thread
untwisting during sewing;
Creating better seam appearance.

The premier application

Shoe/Denim/Lingerie/Luggage/Hand Bag/Protective Wears
Sport Wears/Car Seat/Industrial Fabric /......

Schmetz MR sizes and range available

MR
MR 2.5
MR 3.0
MR 3.5
MR 4.0
MR 4.5
MR 5.0
MR 6.0

MR Range
75-80
85-90
95-100
105-110
120
125-130
140-160

Schmetz MR needle is available in various size.

SIZE Range
11-12
13-14
15-16
17-18
19
20-21
22-23

Computerised stitching for the
sports shoes.
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SCHMETZ MR NEEDLE

MR NEEDLE FOR LINGERIE
Typical Sewing Problems
Needle breakage
Skip stitch
Thread breakage

Material damage

MR Resolution
The fabrics of lingerie are usually very sensitive and with high elasticity, when
the operators pull the fabric during sewing, it could cause the needle to
deflect. This could lead to improper seam appearance, and even needle
breakage.
The cross-section of the MR needle blade is well maintained also in the scarf
area. This leaves out the disadvantage of any conventional needle scarf,
where the scarf always is a weak spot, because the cross-section of the needle
blade is reduced significantly in this area.
A dramatic effect of this design is the well increased the stability and buckling
strength of MR needles. It will reduce the needle deflection and needle
breakage quite considerable.

Schmetz Suggestion:
Schmetz MR needle will be
available with SUK/ medium
ball points, for avoiding the
material damage.

For enquiries please contact:

Ref No

JS-DC-CNSVH-B001

PREMIUM SEWING SUPPLIES FZE
P.O.BOX: 120407
SAIF Zone, Sharjah
United Arab Emirates
Tel: +971-6-5571 387
Fax: +971-6-5571 385
Email: pss1@eim.ae

